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(54) MEDIA CONTENT STEERING

(57) A media content steering solution is provided to
identify a user query to steer playback of media content
that is currently playing or has been played. The user
steering query can include a voice request for playing
media content that is relatively different from the media

content being currently played or having been played.
The media content steering solution analyzes the utter-
ance of the user query and uses it to identify such different
content that satisfies the user intent contained in the user
query.
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Description

BACKGROUND

[0001] Media playback devices are used to receive
streams of media content across networks from stream-
ing services. The streaming services, in turn, provide me-
dia playback devices with access to relatively large col-
lections of media content. The streaming services store
the media content on servers remote from the media play-
back devices and then send the media content to the
electronic devices when requested. Typically, a media
playback device sends a server of the streaming service
a playback request including an identification of media
content to play.
[0002] Media content is information that is expressed
as various forms, such as music, speech, writing, or any
other arts. Media content is deliverable through a medium
of various types, such as the Internet, mobile devices,
CDs, DVDs, books, e-books, magazines, cinema, and
live events. Examples of media content include songs,
albums, videos, movies, radio stations, TV stations, TV
shows, books, video games and the like.
[0003] Different pieces of media content are referred
to as media content items that are typically identifiable
through use of media content item identifiers. Each media
content item is thus retrievable for playback via use of a
media content item identifier thereof. A media content
item can be also referred to as a media object, multimedia
object, or the like.
[0004] One or more media content items can be
grouped and identified as a whole as a media context to
provide a particular context to the group of media content
items. Examples of media contexts include playlists, al-
bums, artists, stations, search result lists, and other
things suitable to suggest context of media playback. In
some examples, a media context includes one or more
media content item identifiers for identifying the media
content items associated with the media context. In some
examples, a media context itself is identifiable through
use of an identifier of the media content (also referred to
herein as a media context identifier) and retrievable for
playback via use of the media context identifier thereof.
[0005] When particular media content, such as a media
content item or a media context, is being played via a
media playback device, a user may want to listen to other
media content that is relatively different from the current-
ly-playing media content. For example, when listening to
media content via a voice-enabled media playback de-
vice, a user can provide a voice command to change the
playback to different media content. A voice command
as used herein is a verbal instruction that is used to con-
trol a device. In some embodiments, a voice command
is used to control a media playback device or a media
delivery system via the media playback device.
[0006] Known media devices and streaming services
typically receive user input (e.g., a user query) via a ver-
bal or tactile input interface to change playback of media

content. Existing media content recommendation tech-
niques include mood-based recommendations systems
as found in Mortensen, et al., Real-World Mood-Based
Recommendation, AIRS 2008: Information Retrieval
Technology, pp. 514-519.
[0007] While various media content recommendation
techniques exist, such techniques do not provide for me-
dia content recommendation or search in conjunction
with comparative-type instructions that include terms
such as such as "more", "less", "faster", "slower" and the
like. When a user utters "play something upbeat," typical
services return a static playlist of music that is already
defined as "upbeat" and is not relative to the user’s cur-
rently listening media content. For example, if a user in-
itially requests a service to play "some sad classical mu-
sic," it will play a playlist such as "Solemn Classical Mu-
sic" and play "Gymnopedie No.1", by Erik Satie. But if,
during the playback of this piece, the service is requested
to play "something more upbeat," it will not play more
upbeat classical music but rather play media content that
is very distant relative to, for example, genre, such as
"Country Party Soundtrack" and play, for example, "This
is How We Roll" by Florida Georgia Line.
[0008] Further, such a static playlist is not personalized
to an account through which the request is made. For
example, it is not personalized to the known or predicted
preferences or activity of the account holder.
[0009] What is needed is a solution that identifies a
voice command as a command containing comparative-
type instructions, and determines media content in ac-
cordance with that voice command, particularly media
content that is relatively different from the media content
being currently played or queued to be played, where the
relative difference is bounded by certain constraints.
[0010] The technical problem resides in the user inter-
face. Existing interfaces of media playback devices and
streaming services perform only simplistic interpretations
of voice commands and lack the ability to identify utter-
ances containing comparative-type instructions and
process them to playback media content in any given
direction that is constrained by the attributes of the media
content items that are currently playing or queued to be
played. Therefore, the existing solutions do not return
media content items that accurately reflect the user’s
command relative to the media content items being cur-
rently played or queued to be played.
[0011] Further, if search results are not satisfactory,
users typically retry searching with other voice com-
mands, and accordingly the systems run searches mul-
tiple times, until the systems provide media content items
that meet the users’ expectations. Such multiple search-
es waste computing power, network and database re-
sources, and cause inferior user experience.
[0012] Another technical problem resides in the rec-
ommendation component. Because known recommen-
dation components of streaming devices and services
are limited to such simplistic interpretations, they lack the
ability to analyze, parse and interpret multiple parts of
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the utterance to provide them with the additional infor-
mation needed to change playback of media content to
an appropriate direction and not stray too far from media
content attributes of the media content item currently
playing or queued to be played.
[0013] There exists, therefore, a need for improved
technology that responds to user queries with compara-
tive-type instructions associated with media content play-
back.

SUMMARY

[0014] In general terms, the present disclosure is di-
rected to media content steering. In one possible config-
uration and by non-limiting example, the media content
steering provides a solution to receive a user request for
steering playback of media content and provide relatively
different media content based on the user request. Var-
ious aspects are described in this disclosure, which in-
clude, but are not limited to, the following aspects.
[0015] According to an aspect of the present invention,
there is provided a media playback system comprising a
media playback device operable to play media content,
and a media delivery system. The media delivery system
is configured to receive an utterance from the media play-
back device. The media delivery system is also config-
ured to identify at least one first media content item that
is currently being played by the media playback device.
The media delivery system is also configured to parse
the utterance into parts including one or more slots. The
media delivery system is also configured to identify a first
facet of the at least one first media content item that
matches the one or more slots, the first facet having a
first facet type and a first facet value. The media delivery
system is also configured to retrieve at least one second
media content item from a catalog of media content items,
the at least one second media content item having a sec-
ond facet, the second facet having a second facet type
and a second facet value, the second facet type being
the same as the first facet type, and the second facet
value having a relative difference from the first facet val-
ue, the relative difference corresponding to the one or
more slots. The media delivery system is also configured
to transmit the second media content item to the media
playback device.
[0016] In some embodiments, the parsing of the utter-
ance further includes parsing the utterance into parts in-
cluding an intent and the one or more slots. In some em-
bodiments, the identifying of the first facet comprises
identifying the first facet that also matches the intent.
[0017] In some embodiments, each of the one or more
slots has a slot type and a slot value. In some embodi-
ments, the first facet matches at least one slot of the one
or more slots by the facet type of the first facet being the
same as the slot type of said at least one slot. Additionally
or alternatively, in some embodiments, the relative dif-
ference between the first and second facet values cor-
responds to the one or more slots by corresponding to

the slot value of at least one of said one or more slots.
[0018] According to another aspect of the present in-
vention, there is provided a method performed by a media
content steering engine of a media delivery system con-
nected to a media playback device via a data communi-
cation network. The method comprises, from the media
playback device, receiving a steering command from a
user of said media playback device. The method also
comprises, based on the received steering command,
identifying a media content facet type for a first media
content item which is currently playing on the media play-
back device. The method also comprises determining a
first facet value of the identified facet type The method
also comprises, based on the received steering com-
mand and in relation to the determined first facet value,
selecting a second media content item having a second
facet value of said identified facet type, different from the
first facet value. The method also comprises, providing
the second media content item to the media playback
device in response to the received steering command.
[0019] In some embodiments of the present invention,
the steering command is obtained from an utterance re-
ceived from the media playback device in voice (i.e. au-
dio) or text format. In some embodiments, the utterance
is parsed before the steering command is obtained there
from. According to another aspect of the present inven-
tion, there is provided a media delivery system provided
with means for performing an embodiment of the method
performed by a media content steering engine of the
present disclosure.
[0020] According to another aspect of the present in-
vention, there is provided a computer program product
comprising computer-executable components for caus-
ing a media delivery system to perform an embodiment
of a method of the present disclosure when the computer-
executable components are run on processing circuitry
comprised in the media delivery system.
[0021] According to another aspect of the present in-
vention, there is provided a method performed by a media
playback device connected to a media delivery system
via a data communication network. The method compris-
es, from a user of the media playback device, receiving
a steering command. The method also comprises, based
on the received steering command, identifying a media
content facet type for a first media content item which is
currently playing on the media playback device. The
method also comprises determining a first facet value of
the identified facet type. The method also comprises
transmitting the received steering command to the media
delivery system. The method also comprises, in re-
sponse to the transmitted steering command, obtaining
a second media content item having a second facet value
of said identified facet type, different from the first facet
value. The method also comprises, playing said second
media content item. Thus, in different embodiments of
the present invention, some method steps may be per-
formed in the media playback device instead of, or in
addition to, in the media delivery system.
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[0022] According to another aspect of the present in-
vention, there is provided a media playback device com-
prising means for performing an embodiment of the meth-
od which is performed by a media playback device, in
accordance with the present disclosure.
[0023] According to another aspect of the present in-
vention, there is provided a computer program product
comprising computer-executable components for caus-
ing a media playback device to perform an embodiment
of a method of the present disclosure when the computer-
executable components are run on processing circuitry
comprised in the media playback device.
[0024] Some further aspects of the present invention
are presented below.
[0025] According to an aspect of the present invention,
there is provided a media playback system comprising a
media playback device operable to play media content,
and a media delivery system. The media delivery system
is configured to receive an utterance from the media play-
back device. The media delivery system is also config-
ured to identify at least one first media content item that
is currently being played by the media playback device,
the at least one first media content item having a first
facet, the first facet having a first facet type and a first
facet value. The media delivery system is also configured
to parse the utterance into parts including information.
The media delivery system is also configured to retrieve
at least one second media content item from a catalog
of media content items, the at least one second media
content item having a second facet, the second facet
having a second facet type and a second facet value, the
second facet type being the same as the first facet type
and the second facet value being different from the first
facet value, the difference being representative of at least
part of the information in the parsed utterance. The media
delivery system is also configured to transmit the second
media content item to the media playback device.
[0026] One other aspect is a method for playing media
content. The method may include receiving an utterance,
and identifying at least one first media content item that
is currently being played. The first media content item
may have a first facet that has a first facet type and a first
facet value. The method may further include determining
an intent and a slot from the utterance. The method may
further include retrieving at least one second media con-
tent item from a catalog of media content items. The sec-
ond media content item may have a second facet that
has a second facet type and a second facet value. The
second facet type may be the same as the first facet type.
The second facet value may be different from the first
facet value. The difference may represent at least one
of the intent and the slot of the utterance.
[0027] In certain examples, the method may further in-
clude determining the first facet type and the second facet
type based on at least one of the intent and the slot of
the utterance.
[0028] In certain examples, the method may further in-
clude determining a slot type and a slot value from the

slot, and determining the first facet type and the second
facet type based on the slot type.
[0029] In certain examples, the first media content item
has a plurality of facets including the first facet, and each
facet has a facet type and a facet value. The second
media content item has a plurality of facets including the
second facet, and each facet has a facet type and a facet
value. In certain examples, at least some of the facet
types in the one second media content item are the same
as at least some of the facet types in the first media con-
tent item. In certain examples, the facet values, other
than the first facet value, of the at least some of the facet
types in the second media content item are the same as
the facet values, other than the second facet value, of
the at least some of the facet types in the first media
content item.
[0030] In certain examples, the method may further in-
clude identifying a media content steering intent from the
utterance. The media content steering intent includes a
command to retrieve at least one media content item hav-
ing a facet that has a different facet value from a corre-
sponding facet of at least one currently-playing media
content item.
[0031] In certain examples, the method may further in-
clude retrieving user information associated with a user
who provide the utterance. The second facet value of the
second media content item may be determined based
on the user profile.
[0032] In certain examples, the method may further in-
clude, prior to receiving the utterance, transmitting a me-
dia content signal to a voice-enabled device for playing
the at least one first media content item. The method may
further include receiving the utterance from the voice-
enabled device, and converting the utterance to a text
version. The intent and the slot of the utterance may be
determined from the text version.
[0033] In certain examples, the first facet type and the
second facet type include at least one of mood, genre,
activity, tempo, acoustic attributes, artists, popularity, ge-
ographic information, release date, hits, and deep cuts.
[0034] In certain examples, the first media content item
is a first media content playlist including a plurality of first
tracks. In certain examples, the second media content
item is a second media content playlist including a plu-
rality of second tracks.
[0035] In certain examples, the first media content item
is included in a first media content playlist. In certain ex-
amples, the second media content item is included in a
second media content playlist.
[0036] Another aspect is a computer-readable medium
having stored thereon instructions that, when executed
by one or more processors cause execution of operations
including receiving an utterance, and identifying at least
one first media content item that is currently being played.
The at least one first media content item has a first facet,
and the first facet has a first facet type and a first facet
value. The operations may further include determining
an intent and a slot from the utterance. The operations
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may further include retrieving at least one second media
content item from a catalog of media content items. The
at least one second media content item has a second
facet, and the second facet has a second facet type and
a second facet value. The second facet type may be the
same as the first facet type. The second facet value may
be different from the first facet value. The difference may
be representative of at least one of the intent and the slot
of the utterance.
[0037] In certain examples, the operations may further
include determining a slot type and a slot value from the
slot, and determining the first facet type and the second
facet type based on the slot type.
[0038] In certain examples, wherein the at least one
first media content item has a plurality of facets including
the first facet, and each facet has a facet type and a facet
value. The at least one second media content item has
a plurality of facets including the second facet, and each
facet having a facet type and a facet value. In certain
examples, at least some of the facet types in the at least
one second media content item may be the same as at
least some of the facet types in the at least one first media
content item. In certain examples, the facet values, other
than the first facet value, of the at least some of the facet
types in the at least one second media content item may
be the same as the facet values, other than the second
facet value, of the at least some of the facet types in the
at least one first media content item.
[0039] In certain examples, the operations may further
include identifying a media content steering intent from
the utterance. The media content steering intent includes
a command to retrieve at least one media content item
having a facet that has a different facet value from a cor-
responding facet of at least one currently-playing media
content item.
[0040] In certain examples, the operations may further
include retrieving user information associated with a user
who provide the utterance. The second facet value of the
at least one second media content item may be deter-
mined based on the user profile.
[0041] In certain examples, the operations may further
include, prior to receiving the utterance, transmitting a
media content signal to a voice-enabled device for play-
ing the at least one first media content item. The opera-
tions may further include receiving the utterance from the
voice-enabled device, and converting the utterance to a
text version. The intent and the slot of the utterance may
be determined from the text version.
[0042] Still another aspect is a media playback system
including a media playback device operable to play me-
dia content, and a media delivery system. The media
delivery system may operate to receive an utterance from
the media playback device; identify at least one first me-
dia content item that is currently being played, the at least
one first media content item having a first facet, the first
facet having a first facet type and a first facet value; de-
termine an intent and a slot from the utterance; retrieve
at least one second media content item from a catalog

of media content items, the at least one second media
content item having a second facet, the second facet
having a second facet type and a second facet value, the
second facet type being the same as the first facet type,
and the second facet value being different from the first
facet value, the difference representative of at least one
of the intent and the slot of the utterance; and transmit
the second media content item to the media playback
device.
[0043] In certain examples, the media delivery system
further operates to: prior to receiving the utterance, trans-
mit a media content signal to the media playback device
for playing the first media content item; receive the utter-
ance from the media playback device; and convert the
utterance to a text version, the intent and the slot of the
utterance being determined from the text version.
[0044] In certain examples, the media delivery system
further operates to: determine a slot type and a slot value
from the slot; and determine the first facet type and the
second facet type based on the slot type.
[0045] In certain examples, the at least one first media
content item has a plurality of facets including the first
facet that has a facet type and a facet value. The at least
one second media content item has a plurality of facets
including the second facet that has a facet type and a
facet value. In certain examples, at least some of the
facet types in the at least one second media content item
are the same as at least some of the facet types in the
at least one first media content item. In certain examples,
the facet values, other than the first facet value, of the at
least some of the facet types in the at least one second
media content item are the same as the facet values,
other than the second facet value, of the at least some
of the facet types in the at least one first media content
item.

BRIEF DESCRIPTION OF THE DRAWINGS

[0046] The features and advantages of the example
embodiments of the invention presented herein will be-
come more apparent from the detailed description set
forth below when taken in conjunction with the following
drawings.

FIG. 1 illustrates an example media playback system
for providing media content to a user.
FIG. 2 is a block diagram of an example embodiment
of a media playback device shown in FIG. 1.
FIG. 3 is a flowchart of an example method for steer-
ing media content in response to a user query.
FIG. 4 is a block diagram that illustrates an example
utterance analysis operation in the method of FIG. 3.
FIG. 5 is a block diagram that illustrates an example
subject facet determination operation in the method
of FIG. 3.
FIG. 6 is a block diagram that illustrates an example
candidate media content determination operation in
the method of FIG. 3.
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FIG. 7 illustrates the candidate media content deter-
mination operation of FIG. 6.
FIG. 8 is a block diagram that illustrates an example
steered media content determination operation in
the method of FIG. 3.

DETAILED DESCRIPTION

[0047] Various embodiments will be described in detail
with reference to the drawings, wherein like reference
numerals represent like parts and assemblies throughout
the several views.
[0048] The example embodiments of the invention pre-
sented herein are directed to methods, systems and com-
puter program products for media content steering. As-
pects of the embodiments identify a steering command
and determine media content in accordance with that
steering command, particularly media content that is rel-
atively different from the media content being currently
played or queued to be played. In some examples, the
relative difference is constrained by a distance between
one or more media content attributes of the media content
item currently playing or queued to be played and the
steering command.
[0049] A steering command is a voice command from
a user to steer a session being played (sometimes re-
ferred to as a "playback session" or "listening session")
or queued to be played. In other embodiments, a steering
command can be provided in other formats, such as a
text-based input or other tactile input.
[0050] A steering command from an utterance is iden-
tified and processed to determine what media content to
playback next. An utterance of the steering command
(e.g., in the form of a user query) is parsed, and a search
for media content items that meets the steering command
is performed.
[0051] The terms utter, utterance and speak generally
refer to a spoken word, statement or vocal sound that is
used to convey information. Unless a specific meaning
is specified for a given use of the terms "utter", "utter-
ance", and "speak", they should be construed to mean
any of these senses of the word, all of which are under-
stood as a plain meaning of the terms "utter", "utterance",
and "speak" by those having ordinary skill in the art.
[0052] In some embodiments, an utterance of a user
query is converted into a text which is then parsed into
an intent and one or more slots.
[0053] An intent in the utterance describes a general
intent of the text version of the utterance.
[0054] A "slot" as used herein is in reference to an ut-
terance. A slot describes a portion of the text version of
the utterance having a specific meaning. In some em-
bodiments, a slot includes a key-value pair. The key-val-
ue pair of a slot is also sometimes referred to herein as
a pair of slot type and slot value, where the slot type is
the key portion of the pair and the slot value is the value
portion of the pair. By way of example, where an utter-
ance is "play more upbeat," the slot can be "more upbeat"

and expressed as a key-value pair of {mood:upbeat}.
[0055] A "facet" as used herein is in reference to a me-
dia content item. A facet of a media content item de-
scribes an attribute of that media content item. In some
embodiments, a facet includes a key-value pair which
can include a facet type (as a key) and a facet value (as
a value). In certain examples, to determine recommend-
ed media content items, the existing solutions retrieve
one or more media content items from a catalog of media
content items and analyze facets of the retrieved media
content items based on the parsed utterance of the user
query, such as the intent and/or the slot(s) of the utter-
ance.
[0056] Examples of a facet type include information
associated with the acoustic attributes (e.g., temporal in-
formation such as tempo, rhythm, beats, downbeats,
tatums, patterns, sections, or other structures; and
acoustic information such as melody, pitch, harmony,
timbre, chroma, loudness, vocalness, or other possible
features), cultural information (e.g., styles, genres,
moods, themes, similar artists and/or songs, rankings,
hits, opinion, popularity, activities, social signaling, deep
cuts, or any other information), explicit information (e.g.,
song titles, artist and composer names, other credits, re-
lease date, time period, era, epoch, recording label, or-
ganizational, album cover art, locale, geographical infor-
mation, instrumentation, publisher name and product
number, and any other information), and any other infor-
mation available for media content.
[0057] The facet values include values for the corre-
sponding facet types. Therefore, a facet is expressed as
a key-value pair between a facet type and one or more
facet values, such as: {tempo:60bpm} or {genre:rock}.
[0058] In some embodiments, a media content item
has a plurality of facets that describe various attributes
of the media content items. Each media content item can
have a plurality of facets, each of which includes a pair
of facet type and facet value. In some embodiments, fac-
ets of a media content item can be obtained from meta-
data associated with the media content item. Facets can
be obtained in other ways in other embodiments.
[0059] The steering command can be a voice com-
mand that is used to control either a media playback de-
vice or a media delivery system via the media playback
device. The steering command is particularly a voice
command that steers the session being played or queued
to be played. The steering command causes the media
playback device (and/or media delivery system as the
case may be) to play back media content that is relatively
different from the media content being currently played.
In certain examples, the steered media content may be
personalized to the user.
[0060] In a non-limiting example, a user utters the
steering command "play more upbeat" to a media play-
back device while the media playback device is playing
a first media content item. A voice recognition system,
for example trained with a natural language understand-
ing (NLU) model, analyzes the utterance ("play more up-
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beat"), transcribes the utterance into text and parses the
utterance into its parts, the parts of which have syntactic
roles. In some embodiments, the utterance is parsed into
an intent and one or more slots. In this example, the intent
is identified as a play-intent type intent (e.g., "play"). A
play-intent indicates an intent of a user to play back media
content. Alternatively, the intent in this example is iden-
tified as a steering intent (e.g., "play more ..."). A steering
intent is an intent of a user to steer playback of media
content to certain direction. For example, a steering intent
represents a user request for retrieving a second media
content item that is relatively different from the first media
content item. In the same example, the slot of the utter-
ance "play more upbeat" is expressed as a key-value
pair of {mood: upbeat} .
[0061] It should be understood that the terms utter, ut-
terance and speak generally refer to a spoken word,
statement or vocal sound that is used to convey informa-
tion. Unless a specific meaning is specified for a given
use of the terms "utter", "utterance", and "speak", they
should be construed to mean any of these senses of the
word, all of which are understood as a plain meaning of
the terms "utter", "utterance", and "speak" by those hav-
ing ordinary skill in the art.
[0062] The parsed utterance, which include the intent
and the slots, is used to identify at least one facet of the
first media content item that matches, or is relevant to,
at least part of the information in the parsed utterance.
Once the facet of the first media content item is identified,
the second media content item is determined which has
a corresponding facet with a relatively different value
thereof. As such, in the example embodiments described
herein, facets are evaluated in view of the parsed utter-
ance, and used to identify the second media content item
that is relatively different from the first media content item
and will be steered from the first media content item.
[0063] In some embodiments, the first media content
item can have multiple facets, each of which has a pair
of facet type and a facet value. The second media content
item, which will be steered from the first media content
item, is determined by comparing at least one facet of
the first media content item and at least one facet of the
second media content item.
[0064] Prior to the comparison, the facets being com-
pared between the first media content item and the sec-
ond media content item can be determined. The facets
being compared between the first media content item
and the second media content item can be determined
based at least in part on the parsed utterance. In one
example embodiment, the parsed utterance includes an
intent and/or a slot. An intent, as described above, de-
scribes a general intent of the text version of the utter-
ance. In this example, a slot of an utterance determines
which facet of a first media content item should be con-
sidered.
[0065] In the case where the slot includes a slot type
(i.e., key) of "mood" and a slot-value of "upbeat", the slot
type (i.e., "mood") causes a tempo to be considered. For

example, when the media playback device (and/or media
delivery system as the case may be) determines that a
slot contains a slot type of "mood", a determination is
made as to which attribute to process. In this case, the
attribute could be, for example, a tempo. If other facets
are available, the slot type of the utterance causes the
tempo to be considered among other facets as well. The
second media content item can then be determined
based on this identified facet type (i.e., tempo). For ex-
ample, the second media content item is selected to have
the same facet type (e.g., tempo) as the first media con-
tent item, and further have a facet value for that facet
type that is relatively different from that of the first media
content item. In some exemplary embodiments, this se-
lection for the second media content item based on the
identified facet type can be performed regardless of
whether the other facets of the first media content item
are at least partially identical to, or different from, the
corresponding facets of the second media content item.
In other embodiments, the second media content item is
selected such that at least one of the other facets remain
the same or similar between the first media content item
and the second media content item. In this example, the
second media content item is determined to have a higher
tempo that the tempo value of the first media content
item, in order to suit the user request for "more upbeat"
songs.
[0066] In certain exemplary embodiments, a playback
session may be steered substantially instantaneously
upon receipt of a steering command. In other exemplary
embodiments, steering of the playback session can be
delayed to certain point in time (e.g., until after the media
content item currently being played has finished). The
playback session may be executed in any number of giv-
en manners. For example, the playback session is per-
formed solely by the media playback device, by the media
playback device in conjunction with a media delivery sys-
tem, or solely by the media delivery system which is ca-
pable of receiving either the steering command itself or
a derivative of the steering command.
[0067] The solution of the present disclosure is simi-
larly applicable to a situation where a media context, or
any other format of media content, is to be steered based
on a steering command from a user.
[0068] As such, the solution of the present application
allows to a user to modify upcoming recommendations
that are based on the currently playing media content by
simply uttering a voice command containing comparative
terms. The solution can effectively identify a steering
command from the utterance of the voice command. In
response to the steering command, the solution can de-
termine a media content item that will be steered, by con-
sidering the utterance and also evaluating and comparing
both facets of a currently-playing media content item and
facets of media content items from a catalog. This elim-
inates multiple searches in media content database via
networks, and provides an effective and fast solution to
search for a media content item having an attribute rel-
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atively different from that of the currently-playing media
content item, according to the comparative terms con-
tained in the steering command.
[0069] The solution of the present application is de-
scribed and illustrated in more detail with some exem-
plary embodiments below.
[0070] FIG. 1 illustrates an example media playback
system 100 for providing media content to a user U. The
system 100 includes a media playback device 102, a
media delivery system 104, and a data communication
network 106. The media delivery system 104 includes a
media content steering engine 110. An example user
query 120 and a media output 122 are also shown. As
described herein, the media output 122 can change from
a first media content item 124 to a second media content
item 126 when the user query 120 includes a media con-
tent steering query.
[0071] The media playback device 102 operates to pro-
vide media content to a user U. As described herein, the
media playback device 102 operates to receive the user
query 120 and provide the media output 122 to the user
U according to the user query 120. In some embodi-
ments, the media playback device 102 operates to com-
municate with a system external to the media playback
device 102, such as the media delivery system 104. The
media playback device 102 can interact with the media
delivery system 104 to process the user query 120 and
identify media content in response to the user query 120.
In some embodiments, the media playback device 102
operates to receive the media content that is identified
and provided (e.g., streamed, transmitted, etc.) by the
media delivery system 104. In some embodiments, the
media playback device 102 operates to play the media
content and generate the media output 122 using a media
output device (e.g., a speaker) therein. In other embod-
iments, the media playback device 102 operates to trans-
mit the media content to another device for playback,
such as an external speaker or another media playback
device (e.g., a vehicle entertainment system or a home
entertainment system). An example of the media play-
back device 102 is illustrated and described in more detail
herein, such as with reference to FIG. 2.
[0072] The media delivery system 104 operates to pro-
vide media content to one or more media playback de-
vices, such as the media playback device 102, via the
network 106. An example of the media delivery system
104 is illustrated and described in further detail herein,
such as with reference to FIG. 2.
[0073] The network 106 is a data communication net-
work that facilitates data communication between the
media playback device 102 and the media delivery sys-
tem 104. The network 106 typically includes a set of com-
puting devices and communication links between the
computing devices. The computing devices in the net-
work 106 use the links to enable communication among
the computing devices in the network. The network 106
can include one or more routers, switches, mobile access
points, bridges, hubs, intrusion detection devices, stor-

age devices, standalone server devices, blade server de-
vices, sensors, desktop computers, firewall devices, lap-
top computers, handheld computers, mobile telephones,
vehicular computing devices, and other types of comput-
ing devices.
[0074] In various embodiments, the network 106 in-
cludes various types of communication links. For exam-
ple, the network 106 can include wired and/or wireless
links, including cellular, Bluetooth®, Wi-Fi®, ultra-wide-
band (UWB), 802.11, ZigBee, near field communication
(NFC), an ultrasonic data transmission, and other types
of wireless links. Furthermore, in various embodiments,
the network 106 is implemented at various scales. For
example, the network 106 can be implemented as one
or more vehicle area networks, local area networks
(LANs), metropolitan area networks, subnets, wide area
networks (WAN) (such as the Internet), or can be imple-
mented at another scale. Further, in some embodiments,
the network 106 includes multiple networks, which may
be of the same type or of multiple different types.
[0075] Referring still to FIG. 1, in some embodiments,
the media delivery system 104 includes the media con-
tent steering engine 110 that operates to change media
content of the media output 122 in response to the user
query 120.
[0076] As described herein, the user query 120 may
include a media content steering query from the user U.
In this document, therefore, the user query 120 can be
referred to a media content steering query, a steering
query, or the like. The media content steering query 120
is a request for playback of media content having one or
more attributes different from those of other media con-
tent. In this example, such other media content can be
represented as the first media content item 124, and the
media content steered from the first media content item
124 can be represented as the second media content
item 126.
[0077] The media content steering query 120 can be
received either when media content is currently playing,
or when no media content is currently playing. In some
embodiments, when the first media content item 124 is
being played via the media playback device 102, the me-
dia content steering query 120 is a request for determin-
ing a media content item (e.g., the second media content
item 126) that is different from the first media content
item 124 in one or more attributes. Such different at-
tributes can be determined based at least in part on in-
formation contained in the media content steering query
120. In other embodiments, when no media content item
is currently played, the media content steering query 120
can refer to media content that has been previously
played. For example, the media content steering query
120 can be a request for determining a media content
item (e.g., the second media content item 126) that is
different from the first media content item 124, which has
been previously played.
[0078] In this document, the media content that is cur-
rently playing, queued to be played, or has been previ-
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ously played can be represented as the first media con-
tent item 124 as illustrated in FIG. 1. In addition, the media
content that will be steered from the first media content
item 124 in response to the user query 120 can be rep-
resented as the second media content item 126 as illus-
trated in FIG. 1. The first media content item 124 and the
second media content item 126 can be of various types.
In some embodiments, the first media content item 124
and/or the second media content item 126 can be media
content items 230, 234 (FIG. 2). Alternatively, the first
media content item 124 and/or the second media content
item 126 can be playlists 239 (FIG. 2). In still other em-
bodiments, the first media content item 124 and/or the
second media content item 126 can be of other types of
media contexts 238.
[0079] In some embodiments, as illustrated in FIG. 1,
the user query 120 can be a voice request received
through a sound detection device (e.g., a microphone).
As described herein, the voice request can be processed
into a text query suitable for media content search. In
other embodiments, the user query 120 can be a text that
is typed using the media playback device 102 or another
computing device.
[0080] In some embodiments, the media content steer-
ing query 120 includes one or more relative words or
phrases (also referred to herein as relative terms or de-
scriptors, or comparative words, phrases, terms, or de-
scriptors) that can be used as one or more keywords to
identify media content (e.g., the second media content
item 126) to be steered from the currently-playing or pre-
viously-played media content (e.g., the first media con-
tent item 124). In the illustrated example of FIG. 1, the
media content steering query 120 can be a voice request
that is converted into a text query of "play something
more upbeat." In this example, the relative term in the
steering query 120 can include "more" or "more upbeat."
By way of other examples, a media content steering que-
ry 120, such as "play something new" and "only play the
popular songs," can also be considered as a media con-
tent steering query 120 as they include relative terms,
such as "new" (or "something new" or their variants) and
"only" (or "only ... popular" or their variants) respectively.
Other examples are also possible.
[0081] The media content steering engine 110 can op-
erate to identify the user query 120 as a media content
steering query and determine media content based at
least in part on the information contained in the user query
120. In the illustrated example of the user query 120 of
"play something more upbeat," the media content steer-
ing engine 110 can identify the comparative term "more"
(or "more upbeat") and determine the second media con-
tent item 126 having an attribute that provides a more
upbeat mood than the first media content item 124. An
example of the media content steering engine 110 is il-
lustrated and described in more detail herein, such as
with reference to FIG. 3.
[0082] FIG. 2 is a block diagram of an example em-
bodiment of the media playback device 102 of the system

100 shown in FIG. 1. In this example, the media playback
device 102 includes a user input device 130, a display
device 132, a wireless data communication device 134,
a media content output device 140, a processing device
148, and a memory device 150.
[0083] The media playback device 102 operates to
play media content. For example, the media playback
device 102 is configured to play media content that is
provided (e.g., streamed or transmitted) by a system ex-
ternal to the media playback device 102, such as the
media delivery system 104, another system, or a peer
device. In other examples, the media playback device
102 operates to play media content stored locally on the
media playback device 102. In yet other examples, the
media playback device 102 operates to play media con-
tent that is stored locally as well as media content pro-
vided by other systems.
[0084] In some embodiments, the media playback de-
vice 102 is a handheld or portable entertainment device,
smartphone, tablet, watch, wearable device, or any other
type of computing device capable of playing media con-
tent. In other embodiments, the media playback device
102 is a laptop computer, desktop computer, television,
gaming console, set-top box, network appliance, blue-
ray or DVD player, media player, stereo, or radio.
[0085] The user input device 130 operates to receive
a user input 152 from a user U for controlling the media
playback device 102. As illustrated, the user input 152
can include a manual input 154 and a voice input 156.
In some embodiments, the user input device 130 includes
a manual input device 160 and a sound detection device
162.
[0086] The manual input device 160 operates to re-
ceive the manual input 154 for controlling playback of
media content via the media playback device 102. In
some embodiments, the manual input device 160 in-
cludes one or more buttons, keys, touch levers, switches,
and/or other mechanical input devices for receiving the
manual input 154. For example, the manual input device
160 includes a text entry interface, such as a mechanical
keyboard, a virtual keyboard, or a handwriting input de-
vice, which is configured to receive a text input, such as
a text version of the user query 120. In addition, in some
embodiments, the manual input 154 is received for man-
aging various pieces of information transmitted via the
media playback device 102 and/or controlling other func-
tions or aspects associated with the media playback de-
vice 102.
[0087] The sound detection device 162 operates to de-
tect and record sounds from proximate the media play-
back device 102. For example, the sound detection de-
vice 162 can detect sounds including the voice input 156.
In some embodiments, the sound detection device 162
includes one or more acoustic sensors configured to de-
tect sounds proximate the media playback device 102.
For example, acoustic sensors of the sound detection
device 162 include one or more microphones. Various
types of microphones can be used for the sound detection
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device 162 of the media playback device 102.
[0088] In some embodiments, the voice input 156 is a
voice of a user (also referred to herein as an utterance)
for controlling playback of media content via the media
playback device 102. For example, the voice input 156
includes a voice version of the user query 120 received
from the sound detection device 162 of the media play-
back device 102. In addition, the voice input 156 is a
voice of a user for managing various data transmitted via
the media playback device 102 and/or controlling other
functions or aspects associated with the media playback
device 102.
[0089] In some embodiments, the sounds detected by
the sound detection device 162 can be processed by the
sound processing engine 180 of the media playback de-
vice 102 as described below.
[0090] Referring still to FIG. 2, the display device 132
operates to display information to the user U. Examples
of such information include media content playback in-
formation, notifications, and other information. In some
embodiments, the display screen 132 is configured as a
touch sensitive display and includes the manual input
device 160 of the user input device 130 for receiving the
manual input 154 from a selector (e.g., a finger, stylus
etc.) controlled by the user U. In some embodiments,
therefore, the display screen 132 operates as both a dis-
play device and a user input device. The touch sensitive
display screen 132 operates to detect inputs based on
one or both of touches and near-touches. In some em-
bodiments, the display screen 132 displays a graphical
user interface for interacting with the media playback de-
vice 102. Other embodiments of the display screen 132
do not include a touch sensitive display screen. Some
embodiments include a display device and one or more
separate user interface devices. Further, some embod-
iments do not include a display device.
[0091] The data communication device 134 operates
to enable the media playback device 102 to communicate
with one or more computing devices over one or more
networks, such as the network 106. For example, the
data communication device 134 is configured to commu-
nicate with the media delivery system 104 and receive
media content from the media delivery system 104 at
least partially via the network 106. The data communi-
cation device 134 can be a network interface of various
types which connects the media playback device 102 to
the network 106. Examples of the data communication
device 134 include wired network interfaces and wireless
network interfaces. Wireless network interfaces includes
infrared, BLUETOOTH® wireless technology,
802.11a/b/g/n/ac, and cellular or other radio frequency
interfaces in at least some possible embodiments. Ex-
amples of cellular network technologies include LTE,
WiMAX, UMTS, CDMA2000, GSM, cellular digital packet
data (CDPD), and Mobitex.
[0092] The media content output device 140 operates
to output media content. In some embodiments, the me-
dia content output device 140 generates the media output

122 for the user U. In some embodiments, the media
content output device 140 includes one or more embed-
ded speakers 164 which are incorporated in the media
playback device 102.
[0093] Alternatively or in addition, some embodiments
of the media playback device 102 include an external
speaker interface 166 as an alternative output of media
content. The external speaker interface 166 is configured
to connect the media playback device 102 to another
system having one or more speakers, such as head-
phones, a portal speaker, and a vehicle entertainment
system, so that the media output 122 is generated via
the speakers of the other system external to the media
playback device 102. Examples of the external speaker
interface 166 include an audio output jack, a USB port,
a Bluetooth transmitter, a display panel, and a video out-
put jack. Other embodiments are possible as well. For
example, the external speaker interface 166 is configured
to transmit a signal that can be used to reproduce an
audio signal by a connected or paired device such as
headphones or a speaker.
[0094] The processing device 148, in some embodi-
ments, comprises one or more central processing units
(CPU). In other embodiments, the processing device 148
additionally or alternatively includes one or more digital
signal processors, field-programmable gate arrays, or
other electronic circuits.
[0095] The memory device 150 typically includes at
least some form of computer-readable media. The mem-
ory device 150 can include at least one data storage de-
vice. Computer readable media includes any available
media that can be accessed by the media playback de-
vice 102. By way of example, computer-readable media
includes computer readable storage media and compu-
ter readable communication media.
[0096] Computer readable storage media includes vol-
atile and nonvolatile, removable and non-removable me-
dia implemented in any device configured to store infor-
mation such as computer readable instructions, data
structures, program modules, or other data. Computer
readable storage media includes, but is not limited to,
random access memory, read only memory, electrically
erasable programmable read only memory, flash mem-
ory and other memory technology, compact disc read
only memory, blue ray discs, digital versatile discs or oth-
er optical storage, magnetic storage devices, or any other
medium that can be used to store the desired information
and that can be accessed by the media playback device
102. In some embodiments, computer readable storage
media is non-transitory computer readable storage me-
dia.
[0097] Computer readable communication media typ-
ically embodies computer readable instructions, data
structures, program modules or other data in a modulated
data signal such as a carrier wave or other transport
mechanism and includes any information delivery media.
The term "modulated data signal" refers to a signal that
has one or more of its characteristics set or changed in
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such a manner as to encode information in the signal.
By way of example, computer readable communication
media includes wired media such as a wired network or
direct-wired connection, and wireless media such as
acoustic, radio frequency, infrared, and other wireless
media. Combinations of any of the above are also includ-
ed within the scope of computer readable media.
[0098] The memory device 150 operates to store data
and instructions. In some embodiments, the memory de-
vice 150 stores instructions for a media content cache
172, a caching management engine 174, a media play-
back engine 176, a sound processing engine 180, and a
voice interaction engine 182.
[0099] Some embodiments of the memory device 150
include the media content cache 172. The media content
cache 172 stores media content items, such as media
content items that have been received from the media
delivery system 104. The media content items stored in
the media content cache 172 may be stored in an en-
crypted or unencrypted format. In some embodiments,
the media content cache 172 also stores metadata about
media content items such as title, artist name, album
name, length, genre, mood, era, etc. The media content
cache 172 can further store playback information about
the media content items and/or other information asso-
ciated with the media content items.
[0100] The caching management engine 174 is con-
figured to receive and cache media content in the media
content cache 172 and manage the media content stored
in the media content cache 172. In some embodiments,
when media content is streamed from the media delivery
system 104, the caching management engine 174 oper-
ates to cache at least a portion of the media content into
the media content cache 172. In other embodiments, the
caching management engine 174 operates to cache at
least a portion of media content into the media content
cache 172 while online so that the cached media content
is retrieved for playback while the media playback device
102 is offline.
[0101] The media playback engine 176 operates to
play media content to the user U. As described herein,
the media playback engine 176 is configured to commu-
nicate with the media delivery system 104 to receive one
or more media content items (e.g., through the media
stream 232). In other embodiments, the media playback
engine 176 is configured to play media content that is
locally stored in the media playback device 102.
[0102] In some embodiments, the media playback en-
gine 176 operates to retrieve one or more media content
items that are either locally stored in the media playback
device 102 or remotely stored in the media delivery sys-
tem 104. In some embodiments, the media playback en-
gine 176 is configured to send a request to the media
delivery system 104 for media content items and receive
information about such media content items for playback.
[0103] The sound processing engine 180 is configured
to receive sound signals obtained from the sound detec-
tion device 162 and process the sound signals to identify

different sources of the sounds received via the sound
detection device 162. In some embodiments, the sound
processing engine 180 operates to filter the voice input
156 (e.g., a voice request of the user query 120) from
noises included in the detected sounds. Various noise
cancellation technologies, such as active noise control
or canceling technologies or passive noise control or can-
celling technologies, can be used to filter the voice input
from ambient noise. In examples, the sound processing
engine 180 filters out omni-directional noise and pre-
serves directional noise (e.g., an audio input difference
between two microphones) in audio input. In examples,
the sound processing engine 180 removes frequencies
above or below human speaking voice frequencies. In
examples, the sound processing engine 180 subtracts
audio output of the device from the audio input to filter
out the audio content being provided by the device, (e.g.,
to reduce the need of the user to shout over playing mu-
sic). In examples, the sound processing engine 180 per-
forms echo cancellation. By using one or more of these
techniques, the sound processing engine 180 provides
sound processing customized for use in a vehicle envi-
ronment.
[0104] In other embodiments, the sound processing
engine 180 operates to process the received sound sig-
nals to identify the sources of particular sounds of the
sound signals, such as people’s conversation in the ve-
hicle, the vehicle engine sound, or other ambient sounds
associated with the vehicle.
[0105] In some embodiments, the sound processing
engine 180 at least partially operates to analyze a re-
cording of sounds captured using the sound detection
device 162, using speech recognition technology to iden-
tify words spoken by the user. In addition or alternatively,
other computing devices, such as the media delivery sys-
tem 104 (e.g., a voice interaction server 204 thereof) can
cooperate with the media playback device 102 for such
analysis. The words may be recognized as commands
from the user that alter the playback of media content
and/or other functions or aspects of the media playback
device 102. In some embodiments, the words and/or the
recordings may also be analyzed using natural language
processing and/or intent recognition technology to deter-
mine appropriate actions to take based on the spoken
words. Additionally or alternatively, the sound processing
engine 180 may determine various sound properties
about the sounds proximate the media playback device
102 such as volume, dominant frequency or frequencies,
etc. These sound properties may be used to make infer-
ences about the environment proximate to the media
playback device 102.
[0106] The voice interaction engine 182 operates to
cooperate with the media delivery system 104 (e.g., a
voice interaction server 204 thereof) to identify a com-
mand (e.g., a user intent) that is conveyed by the voice
input 156. In some embodiments, the voice interaction
engine 182 transmits the voice input 156 (e.g., of a user)
that is detected by the sound processing engine 180 to
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the media delivery system 104 so that the media delivery
system 104 operates to determine a command intended
by the voice input 156. In other embodiments, at least
some of the determination process of the command can
be performed locally by the voice interaction engine 182.
[0107] In addition, some embodiments of the voice in-
teraction engine 182 can operate to cooperate with the
media delivery system 104 (e.g., the voice interaction
server 204 thereof) to provide a voice assistant that per-
forms various voice-based interactions with the user,
such as voice feedbacks, voice notifications, voice rec-
ommendations, and other voice-related interactions and
services.
[0108] Referring still to FIG. 2, the media delivery sys-
tem 104 includes a media content server 200, a media
content search server 202, a voice interaction server 204,
and a user command interpretation server 206.
[0109] The media delivery system 104 comprises one
or more computing devices and provides media content
to the media playback device 102 and, in some embod-
iments, other media playback devices as well. In addition,
the media delivery system 104 interacts with the media
playback device 102 to provide the media playback de-
vice 102 with various functionalities.
[0110] In at least some embodiments, the media con-
tent server 200, the media content search server 202,
the voice interaction server 204, and the user command
interpretation server 206 are provided by separate com-
puting devices. In other embodiments, the media content
server 200, the media content search server 202, the
voice interaction server 204, and the user command in-
terpretation server 206 are provided by the same com-
puting device(s). Further, in some embodiments, at least
one of the media content server 200, the media content
search server 202, the voice interaction server 204, and
the user command interpretation server 206 is provided
by multiple computing devices. For example, the media
content server 200, the media content search server 202,
the voice interaction server 204, and the user command
interpretation server 206 may be provided by multiple
redundant servers located in multiple geographic loca-
tions.
[0111] Although FIG. 2 shows a single media content
server 200, a single media content search server 202, a
single voice interaction server 204, and a single user
command interpretation server 206, some embodiments
include multiple media content servers, media content
search servers, voice interaction servers, and user com-
mand interpretation servers. In these embodiments,
each of the multiple media content servers, media con-
tent search servers, voice interaction servers, and user
command interpretation servers may be identical or sim-
ilar to the media content server 200, the media content
search server 202, the voice interaction server 204, and
the user command interpretation server 206, respective-
ly, as described herein, and may provide similar function-
ality with, for example, greater capacity and redundancy
and/or services from multiple geographic locations. Al-

ternatively, in these embodiments, some of the multiple
media content servers, the media content search serv-
ers, the voice interaction servers, and/or the user com-
mand interpretation servers may perform specialized
functions to provide specialized services. Various com-
binations thereof are possible as well.
[0112] The media content server 200 transmits stream
media to media playback devices such as the media play-
back device 102. In some embodiments, the media con-
tent server 200 includes a media server application 212,
a processing device 214, a memory device 216, and a
data communication device 218. The processing device
214 and the memory device 216 may be similar to the
processing device 148 and the memory device 150, re-
spectively, which have each been previously described.
Therefore, the description of the processing device 214
and the memory device 216 are omitted for brevity pur-
poses.
[0113] The data communication device 218 operates
to communicate with other computing devices over one
or more networks, such as the network 106. Examples
of the data communication device include one or more
wired network interfaces and wireless network interfac-
es. Examples of such wireless network interfaces of the
data communication device 218 include wireless wide
area network (WWAN) interfaces (including cellular net-
works) and wireless local area network (WLANs) inter-
faces. In other examples, other types of wireless inter-
faces can be used for the data communication device
218.
[0114] In some embodiments, the media server appli-
cation 212 is configured to stream media content, such
as music or other audio, video, or other suitable forms of
media content. The media server application 212 in-
cludes a media stream service 222, a media application
interface 224, and a media data store 226. The media
stream service 222 operates to buffer media content,
such as media content items 230A, 230B, and 230N (col-
lectively 230), for streaming to one or more media
streams 232A, 232B, and 232N (collectively 232).
[0115] The media application interface 224 can receive
requests or other communication from media playback
devices or other systems, such as the media playback
device 102, to retrieve media content items from the me-
dia content server 200. For example, in FIG. 2, the media
application interface 224 receives communication from
the media playback device 102 to receive media content
from the media content server 200.
[0116] In some embodiments, the media data store
226 stores media content items 234, media content meta-
data 236, media contexts 238, user accounts 240, and
taste profiles 242. The media data store 226 may com-
prise one or more databases and file systems. Other em-
bodiments are possible as well.
[0117] As described herein, the media content items
234 (including the media content items 230) may be au-
dio, video, or any other type of media content, which may
be stored in any format for storing media content.
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[0118] The media content metadata 236 provides var-
ious information associated with the media content items
234. In addition or alternatively, the media content meta-
data 236 provides various information associated with
the media contexts 238. In some embodiments, the me-
dia content metadata 236 includes one or more of title,
artist name, album name, length, genre, mood, era, etc.
[0119] The media content metadata 236 operates to
provide various pieces of information (also referred to
herein as attribute(s)) associated with the media content
items 234 and/or the media contexts 238. In some em-
bodiments, the media content metadata 236 includes one
or more of title, artist name, album name, length, genre,
mood, era, etc.
[0120] In some embodiments, the media content meta-
data 236 includes acoustic metadata, cultural metadata,
and explicit metadata. The acoustic metadata may be
derived from analysis of the track and refers to a numer-
ical or mathematical representation of the sound of a
track. Acoustic metadata may include temporal informa-
tion such as tempo, rhythm, beats, downbeats, tatums,
patterns, sections, or other structures. Acoustic metada-
ta may also include spectral information such as melody,
pitch, harmony, timbre, chroma, loudness, vocalness, or
other possible features. Acoustic metadata may take the
form of one or more vectors, matrices, lists, tables, and
other data structures. Acoustic metadata may be derived
from analysis of the music signal. One form of acoustic
metadata, commonly termed an acoustic fingerprint, may
uniquely identify a specific track. Other forms of acoustic
metadata may be formed by compressing the content of
a track while retaining some or all of its musical charac-
teristics.
[0121] The cultural metadata refers to text-based in-
formation describing listeners’ reactions to a track or
song, such as styles, genres, moods, themes, similar art-
ists and/or songs, rankings, etc. Cultural metadata may
be derived from expert opinion such as music reviews or
classification of music into genres. Cultural metadata
may be derived from listeners through websites, chat-
rooms, blogs, surveys, and the like. Cultural metadata
may include sales data, shared collections, lists of fa-
vorite songs, and any text information that may be used
to describe, rank, or interpret music. Cultural metadata
may also be generated by a community of listeners and
automatically retrieved from Internet sites, chat rooms,
blogs, and the like. Cultural metadata may take the form
of one or more vectors, matrices, lists, tables, and other
data structures. A form of cultural metadata particularly
useful for comparing music is a description vector. A de-
scription vector is a multi-dimensional vector associated
with a track, album, or artist. Each term of the description
vector indicates the probability that a corresponding word
or phrase would be used to describe the associated track,
album or artist.
[0122] The explicit metadata refers to factual or explicit
information relating to music. Explicit metadata may in-
clude album and song titles, artist and composer names,

other credits, album cover art, publisher name and prod-
uct number, and other information. Explicit metadata is
generally not derived from the music itself or from the
reactions or opinions of listeners.
[0123] At least some of the metadata 236, such as ex-
plicit metadata (names, credits, product numbers, etc.)
and cultural metadata (styles, genres, moods, themes,
similar artists and/or songs, rankings, etc.), for a large
library of songs or tracks can be evaluated and provided
by one or more third party service providers. Acoustic
and cultural metadata may take the form of parameters,
lists, matrices, vectors, and other data structures. Acous-
tic and cultural metadata may be stored as XML files, for
example, or any other appropriate file type. Explicit meta-
data may include numerical, text, pictorial, and other in-
formation. Explicit metadata may also be stored in an
XML or other file. All or portions of the metadata may be
stored in separate files associated with specific tracks.
All or portions of the metadata, such as acoustic finger-
prints and/or description vectors, may be stored in a
searchable data structure, such as a k-D tree or other
database format.
[0124] Referring still to FIG. 2, each of the media con-
texts 238 is used to identify one or more media content
items 234. In some embodiments, the media contexts
238 are configured to group one or more media content
items 234 and provide a particular context to the group
of media content items 234. Some examples of the media
contexts 238 include albums, artists, playlists, and indi-
vidual media content items. By way of example, where
a media context 238 is an album, the media context 238
can represent that the media content items 234 identified
by the media context 238 are associated with that album.
[0125] As described above, the media contexts 238
can include playlists 239. The playlists 239 are used to
identify one or more of the media content items 234. In
some embodiments, the playlists 239 identify a group of
the media content items 234 in a particular order. In other
embodiments, the playlists 239 merely identify a group
of the media content items 234 without specifying a par-
ticular order. Some, but not necessarily all, of the media
content items 234 included in a particular one of the play-
lists 239 are associated with a common characteristic
such as a common genre, mood, or era.
[0126] In some embodiments, a user can listen to me-
dia content items in a playlist 239 by selecting the playlist
239 via a media playback device, such as the media play-
back device 102. The media playback device then oper-
ates to communicate with the media delivery system 104
so that the media delivery system 104 retrieves the media
content items identified by the playlist 239 and transmits
data for the media content items to the media playback
device for playback.
[0127] In some embodiments, the playlist 239 includes
one or more playlist descriptions. The playlist descrip-
tions include information associated with the playlist 239.
The playlist descriptions can include a playlist title. In
some embodiments, the playlist title can be provided by
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a user using the media playback device 102. In other
embodiments, the playlist title can be provided by a media
content provider (or a media-streaming service provider).
In yet other embodiments, the playlist title can be auto-
matically generated.
[0128] Other examples of playlist descriptions include
a descriptive text. The descriptive text can be provided
by the user and/or the media content provider, which is
to represent the corresponding playlist 239. In other em-
bodiments, the descriptive text of the playlist description
can be obtained from one or more other sources. Such
other sources can include expert opinion (e.g., music re-
views or classification of music into genres), user opinion
(e.g., reviews through websites, chatrooms, blogs, sur-
veys, and the like), statistics (e.g., sales data), shared
collections, lists of favorite playlists, and any text infor-
mation that may be used to describe, rank, or interpret
the playlist or music associated with the playlist. In some
embodiments, the playlist descriptions can also be gen-
erated by a community of listeners and automatically re-
trieved from Internet sites, chat rooms, blogs, and the like.
[0129] In some embodiments, the playlist descriptions
can take the form of one or more vectors, matrices, lists,
tables, and other data structures. A form of cultural meta-
data particularly useful for comparing music is a descrip-
tion vector. A description vector is a multi-dimensional
vector associated with a track, album, or artist. Each term
of the description vector indicates the probability that a
corresponding word or phrase would be used to describe
the associated track, album or artist. Each term of the
description vector indicates the probability that a corre-
sponding word or phrase would be used to describe the
associated track, album or artist.
[0130] In some embodiments, the playlist 239 includes
a list of media content item identifications (IDs). The list
of media content item identifications includes one or more
media content item identifications that refer to respective
media content items 234. Each media content item is
identified by a media content item ID and includes various
pieces of information, such as a media content item title,
artist identification (e.g., individual artist name or group
name, or multiple artist names or group names), and me-
dia content item data. In some embodiments, the media
content item title and the artist ID are part of the media
content metadata 236, which can further include other
attributes of the media content item, such as album name,
length, genre, mood, era, etc. as described herein.
[0131] At least some of the playlists 239 may include
user-created playlists. For example, a user of a media
streaming service provided using the media delivery sys-
tem 104 can create a playlist 239 and edit the playlist
239 by adding, removing, and rearranging media content
items in the playlist 239. A playlist 239 can be created
and/or edited by a group of users together to make it a
collaborative playlist. In some embodiments, user-creat-
ed playlists can be available to a particular user only, a
group of users, or to the public based on a user-definable
privacy setting.

[0132] In some embodiments, when a playlist is creat-
ed by a user or a group of users, the media delivery sys-
tem 104 operates to generate a list of media content items
recommended for the particular user or the particular
group of users. In some embodiments, such recommend-
ed media content items can be selected based at least
on the taste profiles 242 as described herein. Other in-
formation or factors can be used to determine the rec-
ommended media content items. Examples of determin-
ing recommended media content items are described in
U.S. Patent Application Serial No. 15/858,377, titled ME-
DIA CONTENT ITEM RECOMMENDATION SYSTEM,
filed December 29, 2017, the disclosure of which is here-
by incorporated by reference in its entirety.
[0133] In addition or alternatively, at least some of the
playlists 239 are created by a media streaming service
provider. For example, such provider-created playlists
can be automatically created by the media delivery sys-
tem 104. In some embodiments, a provider-created play-
list can be customized to a particular user or a particular
group of users. By way of example, a playlist for a par-
ticular user can be automatically created by the media
delivery system 104 based on the user’s listening history
(e.g., the user’s taste profile) and/or listening history of
other users with similar tastes. In other embodiments, a
provider-created playlist can be configured to be availa-
ble for the public in general. Provider-created playlists
can also be sharable with other users.
[0134] The user accounts 240 are used to identify us-
ers of a media streaming service provided by the media
delivery system 104. In some embodiments, a user ac-
count 240 allows a user to authenticate to the media de-
livery system 104 and enable the user to access resourc-
es (e.g., media content items, playlists, etc.) provided by
the media delivery system 104. In some embodiments,
the user can use different devices to log into the user
account and access data associated with the user ac-
count in the media delivery system 104. User authenti-
cation information, such as a username, an email ac-
count information, a password, and other credentials, can
be used for the user to log into his or her user account.
It is noted that, where user data is to be protected, the
user data is handled according to robust privacy and data
protection policies and technologies. For instance, when-
ever personally identifiable information and any other in-
formation associated with users is collected and stored,
such information is managed and secured using security
measures appropriate for the sensitivity of the data. Fur-
ther, users can be provided with appropriate notice and
control over how any such information is collected,
shared, and used.
[0135] The taste profiles 242 contain records indicating
media content tastes of users. A taste profile can be as-
sociated with a user and used to maintain an in-depth
understanding of the music activity and preference of that
user, enabling personalized recommendations, taste
profiling and a wide range of social music applications.
Libraries and wrappers can be accessed to create taste
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profiles from a media library of the user, social website
activity and other specialized databases to obtain music
preferences.
[0136] In some embodiments, each taste profile 242
is a representation of musical activities, such as user
preferences and historical information about the users’
consumption of media content, and can include a wide
range of information such as artist plays, song plays,
skips, dates of listen by the user, songs per day, playlists,
play counts, start/stop/skip data for portions of a song or
album, contents of collections, user rankings, preferenc-
es, or other mentions received via a client device, or other
media plays, such as websites visited, book titles, movies
watched, playing activity during a movie or other pres-
entations, ratings, or terms corresponding to the media,
such as "comedy," etc.
[0137] In addition, the taste profiles 242 can include
other information. For example, the taste profiles 242 can
include libraries and/or playlists of media content items
associated with the user. The taste profiles 242 can also
include information about the user’s relationships with
other users (e.g., associations between users that are
stored by the media delivery system 104 or on a separate
social media site).
[0138] The taste profiles 242 can be used for a number
of purposes. One use of taste profiles is for creating per-
sonalized playlists (e.g., personal playlisting). An API call
associated with personal playlisting can be used to return
a playlist customized to a particular user. For example,
the media content items listed in the created playlist are
constrained to the media content items in a taste profile
associated with the particular user. Another example use
case is for event recommendation. A taste profile can be
created, for example, for a festival that contains all the
artists in the festival. Music recommendations can be
constrained to artists in the taste profile. Yet another use
case is for personalized recommendation, where the con-
tents of a taste profile are used to represent an individ-
ual’s taste. This API call uses a taste profile as a seed
for obtaining recommendations or playlists of similar art-
ists. Yet another example of taste profile use case is re-
ferred to as bulk resolution. A bulk resolution API call is
used to resolve taste profile items to pre-stored identifiers
associated with a service, such as a service that provides
metadata about items associated with the taste profile
(e.g., song tempo for a large catalog of items). Yet an-
other example use case for taste profiles is referred to
as user-to-user recommendation. This API call is used
to discover users with similar tastes by comparing the
similarity of taste profile item(s) associated with users.
[0139] A taste profile 242 can represent a single user
or multiple users. Conversely, a single user or entity can
have multiple taste profiles 242. For example, one taste
profile can be generated in connection with a user’s me-
dia content play activity, whereas another separate taste
profile can be generated for the same user based on the
user’s selection of media content items and/or artists for
a playlist.

[0140] Referring still to FIG. 2, the media content
search server 202 operates to perform media content
search in response to a media content search request,
such as the user query 120 (FIG. 1). In some embodi-
ments, the media content search server 202 includes a
media content search application 250, a processing de-
vice 252, a memory device 254, and a data communica-
tion device 256. The processing device 252, the memory
device 254, and the data communication device 256 may
be similar to the processing device 214, the memory de-
vice 216, and the data communication device 218, re-
spectively, which have each been previously described.
[0141] In some embodiments, the media content
search application 250 operates to interact with the me-
dia playback device 102 and provide selection of one or
more media content items based on the user query 120.
As described herein, the media content search applica-
tion 250 can include the media content steering engine
110 (FIG. 1). The media content search application 250
can interact with other servers, such as the media content
server 200, the voice interaction server 204, and the user
command interpretation server 206, to perform media
content search.
[0142] Referring still to FIG. 2, the voice interaction
server 204 operates to provide various voice-related
functionalities to the media playback device 102. In some
embodiments, the voice interaction server 204 includes
a voice recognition application 270, a speech synthesis
application 272, a processing device 274, a memory de-
vice 276, and a data communication device 278. The
processing device 274, the memory device 276, and the
data communication device 278 may be similar to the
processing device 214, the memory device 216, and the
data communication device 218, respectively, which
have each been previously described.
[0143] In some embodiments, the voice recognition
application 270 and the speech synthesis application
272, either individually or in combination, operate to in-
teract with the media playback device 102 and enable
the media playback device 102 to perform various voice-
related functions, such as voice media content search,
voice feedback, voice notifications, etc.
[0144] In some embodiments, the voice recognition
application 270 is configured to perform speech-to-text
(STT) conversion, such as receiving a recording of voice
command (e.g., an utterance) and converting the utter-
ance to a text format.
[0145] In some embodiments, the speech synthesis
application 272 is configured to perform text-to-speech
(TTS) conversion, so that a language text is converted
into speech. Then, the voice interaction server 204 can
transmit an audio data or file for the speech to the media
playback device 102 so that the media playback device
102 generates a voice assistance to the user using the
transmitted audio data or file.
[0146] Referring still to FIG. 2, the user command in-
terpretation server 206 operates to analyze the user com-
mand (e.g., the utterance) to determine appropriate ac-
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tions to take according to the user command. In some
embodiments, the user command interpretation server
206 analyzes a text version of a user command (e.g., a
text version of the utterance). In other embodiments, a
recording of the user command can be used for such
analysis without converting into a text format.
[0147] In some embodiments, the user command in-
terpretation server 206 includes a natural language un-
derstanding (NLU) application 280, a processing device
282, a memory device 284, and a data communication
device 286. The processing device 282, the memory de-
vice 284, and the data communication device 286 may
be similar to the processing device 214, the memory de-
vice 216, and the data communication device 218, re-
spectively, which have each been previously described.
[0148] In some embodiments, the NLU application 280
operates to analyze the text format of the utterance to
determine functions to perform based on the utterance.
The NLU application 280 can use a natural language
understanding algorithm that involves modeling human
reading comprehension, such as parsing and translating
an input according to natural language principles.
[0149] FIG. 3 is a flowchart of an example method 300
for steering media content in response to a user query
120. The method 300 is described with further reference
to FIGS. 4-8. In at least some embodiment, the method
300 can be performed at least partially by the system 100
as described herein. For example, the method 300 is at
least partially performed by the media delivery system
104 that interacts with the media playback device 102.
In other embodiments, the method 300 can be at least
partially performed by the media playback device 102
that interacts with the media delivery system 104. In yet
other embodiments, the method 300 can be at least par-
tially performed by the media playback device 102 and
the media delivery system 104.
[0150] At operation 302, the system 100 operates to
identify the first media content item 124. As described
herein, the first media content item 124 includes media
content that is currently playing via, for example, the me-
dia playback device 102. In alternative embodiments,
where there is no media content that is currently playing,
the first media content item 124 that the system 100 can
operate to identify is the media content that has been
previously played and is currently paused or stopped.
Other media content can be the first media content item
124 in other embodiments.
[0151] The identification of the first media content item
124 playing media content can be performed in various
manners. In some embodiments, the media delivery sys-
tem 104 can receive a media content identifier (e.g., a
media content identifier 198 in FIG. 2) from the media
playback device 102, which identifies the media content
item that is currently playing on the media playback de-
vice 102 or that has previously played on the media play-
back device 102. In some embodiments, such a media
content identifier can be stored in the media content
cache 172 (FIG. 2) of the media playback device 102,

and transmitted to the media delivery system 104. In oth-
er embodiments, with or without the media content iden-
tifier, the media delivery system 104 can retrieve, from
one or more databases thereof, playback information
about the media content that is currently being streamed
to the media playback device 102 or that has been
streamed to the media playback device 102.
[0152] At operation 304, the system 100 receives the
utterance of the user query 120. In some embodiments,
the user query 120 is received through the media play-
back device 102. As illustrated in FIG. 4, the utterance
of the user query 120 can be stored and received as
utterance data 402 by the media delivery system 104. In
the illustrated example, the utterance of the user query
120 includes "play something more upbeat."
[0153] The utterance data 402 is data describing the
utterance of the user query 120. In at least some embod-
iments, the utterance data 402 is an audio recording that
contains the utterance being spoken. In some examples,
the utterance data 402 is received as an entire audio data
file. For instance, the media playback device 102 buffers
the utterance data 402 as it is obtained from the sound
detection device 162. The buffered utterance data 402
is then sent to the media delivery system 104 for process-
ing. In other instances, the media playback device 102
streams the utterance data 402 to the media delivery
system 104 in real-time as the utterance data 402 is re-
ceived from the sound detection device 162 of the media
playback device 102. In some examples, the utterance
data 402 is stored (e.g., by the media delivery system
104) in a data store after it is received.
[0154] In some embodiments, the media playback de-
vice 102 receives the user query 120 from user U while
media content is being currently played. In other embod-
iments, the media playback device 102 receives the user
query 120 when media content has been played and now
paused or stopped. The user U may want to listen to
other media content with different attribute than the cur-
rently-playing or previously-played media content. In the
illustrated example, the user U wants to listen to media
content that is more upbeat than the first media content
item 124 (e.g., the currently-playing or previously-played
media content), and thus provides the user query 120 of
"play something more upbeat."
[0155] At operation 306, the system 100 operates to
process the utterance of the user query 120. In some
embodiments, the operation 306 can be performed by
the media delivery system 104. Referring to FIG. 4, some
embodiments of the operation 306 are described in which
the media delivery system 104 in the system 100 proc-
esses the utterance data 402.
[0156] As illustrated in FIG. 4, the operation 306 can
include performing automated speech recognition on the
utterance data 402 to obtain text data 404. In some em-
bodiments, the voice recognition application 270 in the
voice interaction server 204 can receive and process the
utterance data 402 to generate the text data 404.
[0157] In some embodiments, performing automated
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speech recognition includes providing the utterance data
402 as input to an automated speech recognition system
(e.g., the voice recognition application 270 of the voice
interaction server 204) and receiving the text data 404
as output from the automated speech recognition sys-
tem. Automated speech recognition can be performed
using any of a variety of techniques (e.g., using hidden
Markov models or neural networks). Examples of auto-
mated speech recognition systems include CMU
SPHINX, maintained by CARNEGIE MELLON UNIVER-
SITY, and DEEPSPEECH, maintained by the MOZILLA
FOUNDATION.
[0158] Once the text data 404 is obtained after
processing the utterance data 402, the text data 404 is
further processed to generate structured interpretation
data 406. The structured interpretation data 406 include
information that interprets the utterance of the user query
120.
[0159] In some embodiments, the structured interpre-
tation data 406 is obtained by the natural language un-
derstanding (NLU) system (e.g., the NLU application
280). The structured interpretation data 406 is used to
perform a fulfillment strategy based on a received utter-
ance. As described herein, the media delivery system
104 can include the user command interpretation server
206 that operates the NLU application 280, and the media
playback device 102 can receive an utterance of the user
query 120 and provide the utterance to the media delivery
system 104 for processing at the user command inter-
pretation server 206. This is for example purposes only,
and other configurations are possible. For instance, the
NLU application 280 is locally saved and performed in
the media playback device 102.
[0160] The structured interpretation data 406 include
an intent 432 and a slot 434 that are determined from the
text data 404. The intent 432 describes a general intent
of the text data 404. The slot 434 is a key-value pair that
describes a portion of the text data 404 having a specific
meaning. In some embodiments, the slot 434 can be ob-
tained from at least a portion of the text data 404 repre-
senting the utterance other than the intent 432. In other
embodiments, the slot 434 can be obtained from at least
a portion of the entire text data 404 (including the intent
432). Such a key-value pair of the slot 434 includes a slot
type 442 (as a key) and a slot value 444 (as a value).
[0161] In the illustrated example herein, if the text data
404 represents the utterance of "play something more
upbeat" as input, the intent 432 is "play" and the slot 434
can include "something more upbeat," "more upbeat,"
"upbeat," or any of their variants.
[0162] Further, the slot 434 can include at least one
key-value pair (e.g., at least one pair of slot type 442 and
slot value 444). In the illustrated example, the slot 434
can be a key-value pair of {tempo_type: upbeat}. Other
variants are possible for the key-value pair of the slot
434, such as {mood: upbeat}, in other embodiments.
[0163] In some embodiments, the text data 404 can
include a single slot 434 and a single intent 432. In other

embodiments, the NLU application 280 can return a plu-
rality of slots 434 and/or a plurality of intents 432 from
the text data 404. In yet other embodiments, the text data
404 provides an intent 432 but no slot 434. For example,
where the text data 404 is "play," the NLU application
280 can return the intent 432 being "play", but will not
result in any slot 434 (e.g., the text data 404 does not
include a description of what to play). In other examples,
the text data 404 can include one or more slots 434 but
no intent. For instance, where the text data 404 is "All
Along the Watchtower by Jimi Hendrix," the operation
430 can result in two slots 434 (e.g., {Song: All Along the
Watchtower} and {Artist: Jimi Hendrix}) but no intent 432
(e.g., the text data 404 does not include a description of
what do to with the song and artist, such as search, play,
or save).
[0164] Referring back to FIG. 3, at operation 308, the
system 100 operates to identify a media content steering
intent from the utterance of the user query 120. In some
embodiments, as illustrated in FIG. 4, steering intent data
450 is generated to indicate the media content steering
intent. The media content steering intent is a user’s intent
identified from the utterance of the user query 120 that
requests for other media content with one or more at-
tributes different from media content that is currently play-
ing or has previously been played (e.g., the first media
content item 124 in FIG. 1). In this regard, when the user
query 120 includes such a media content steering intent,
the user query 120 is determined as a media content
steering query or request. As described herein, the media
content steering intent is identified from the utterance of
the user query that includes a command to retrieve media
content having a facet different from a corresponding fac-
et of the currently-playing or previously-played media
content.
[0165] In some embodiments, the media content steer-
ing intent is identified when the user query 120 includes
one or more words having a relative meaning or the like
which can be used to compare between two or more me-
dia content items or contexts. Some examples of such
relative words include any terms or expressions including
comparative words (e.g., "new," "newer," "newest," "old,"
"older," "oldest," etc.), quantifying words (e.g., "all,"
"enough," "only," "more," "most," "less," "least," "no,"
"none," "not any," "some," "any," "a lot of," "lots of," "plen-
ty of," "much," "a little/little/very little," "a great deal of,"
"a large amount/number/quantity of," "many," "a
few/few/very few," "a number (of)," "several," "a majority
of," etc.), and any other words or phrases which can con-
vey relative meaning.
[0166] The relative words in the utterance can provide
values of one or more of the slots 434 identified from the
text data 404. In the illustrated example where the text
data 404 includes "play something more upbeat" con-
verted from the utterance of the user query 120, the val-
ues of the slots 434, such as "more" or "more upbeat"
can be identified as relative words of the text data 404.
In other embodiments, relative words of the text data 404
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can be identified from the value of the intent 432 that is
determined as "play... more" or "play ... more upbeat" in
the above example. In yet other embodiments, relative
words of the text data 404 can be identified in other meth-
ods.
[0167] As illustrated in FIG. 4, in some embodiments,
the NLU application 280 in the media delivery system
104 can operate to identify the media content steering
intent and generate the steering intent data 450 from the
utterance of the user query 120. In some embodiments,
the media content steering intent is identified from the
structured interpretation data 406. For example, the me-
dia content steering intent is identified by determining
whether at least one of the intent 432 and the slot 434
includes one or more relative words which can be used
to compare between attributes of two or more media con-
tent items or contexts.
[0168] Referring back to FIG. 3, at operation 310, the
system 100 operates to identify a facet 502A (FIG. 5) of
the first media content item 124 based on the utterance
of the user query 120. The operation 310 is described
with further reference to FIG. 5. As illustrated in FIG. 5,
the operation 310 can be performed by the media delivery
system 104. In some embodiments, the operation 310
can be performed at least by the media content search
application 250 of the media content search server 202
in the media delivery system 104, as shown in FIG. 2.
For example, the media content steering engine 110 of
the media content search application 250 can be config-
ured to at least partially perform the operation 310. In the
illustrated example of FIG. 5, a subject facet determina-
tion engine 500 operates to perform the operation 310.
The subject facet determination engine 500 can be in-
cluded in the media delivery system 104, such as in the
media content steering engine 110 of the media content
search application 250.
[0169] A facet 502 (including 502A and 502B) of media
content includes information about an attribute of the me-
dia content. In some embodiments, a media content item
has a plurality of facets 502 that describe various at-
tributes of the media content items, such as attributes as
identified in the media content metadata 236 (FIG. 2).
For example, the facets 502 include information that is
similar to various pieces of metadata as described with
reference to FIG. 2. For example, the facets 502 can
include information associated with the acoustic meta-
data (e.g., temporal information such as tempo, rhythm,
beats, downbeats, tatums, patterns, sections, or other
structures; and acoustic metadata such as melody, pitch,
harmony, timbre, chroma, loudness, vocalness, or other
possible features), cultural metadata (e.g., styles, gen-
res, moods, themes, similar artists and/or songs, rank-
ings, etc.), and/or explicit metadata (e.g., song titles, art-
ist and composer names, other credits, album cover art,
publisher name and product number, and other informa-
tion). In some embodiments, the facets 502 of a media
content item can be obtained from metadata 236 asso-
ciated with the media content item. The facets 502 can

be obtained in other ways in other embodiments.
[0170] In some embodiments, as illustrated in FIG. 5,
each facet 502 includes a key-value pair which can in-
clude a facet type 504 (as a key) and a facet value 506
(as a value). Each media content item, such as the first
media content item 124 and the second media content
item 126, has a plurality of facets 502, each of which
includes a pair of facet type 504 and facet value 506.
Examples of the facet types 504 include a media content
ID, title, artist, tempo, genre, activity, release date, pop-
ularity, mood, geographic information, hits, deep cut, and
any other available attributes. Further examples of the
facet types include any types of attributes as found in the
media content metadata 236 (FIG. 2) and other available
sources as described herein. The facet values 506 in-
clude values for the corresponding facet types 504 that
are associated with the particular media content item.
[0171] In some embodiments, the subject facet deter-
mination engine 500 can receive facet data 510 associ-
ated with the first media content item 124. The facet data
510 include information about at least some of the facets
502A of the first media content item 124. Further, the
subject facet determination engine 500 can receive in-
formation about the utterance of the user query 120 and
use the information to identify at least one subject facet
520 from the facet data 510. The subject facet 520 can
be selected from the facets 502A of the first media con-
tent item 124 and corresponds to the information of the
utterance of the user query 120 (e.g., the slot 434, such
as at least one of the slot type 442 and the slot value
444, as described below). The subject facet 520 is a facet
502A that needs to be referred to in order to determine
the second media content item 126 according to the user
query 120.
[0172] In some embodiments, the subject facet deter-
mination engine 500 can use the structured interpretation
data 406 to identify at least one of the facets 502A (i.e.,
the subject facet 520) of the first media content item 124
that corresponds to the steering intent that is contained
and identified in the structured interpretation data 406.
For example, the slot 434 obtained from the structured
interpretation data 406 can be used to determine a facet
502A of the first media content item 124 that will be used
to determine the second media content item 126 that may
appropriately reflects the steering intent in the utterance
of the user query 120. Therefore, the subject facet 520
of the first media content item 124 is selected from the
facets 502A of the first media content item 124 and cor-
responds to the information of the slot 434, such as at
least one of the slot type 442 and the slot value 444.
[0173] In addition or alternatively, other information,
such as the intent 432 and/or the steering intent data
450, can be used to determine a facet 502 that is need
to determine the second media content item 126.
[0174] In the illustrated example where the utterance
of the user query 120 includes "play something more up-
beat," the structured interpretation data 406 includes the
slot 434 of "something more upbeat." This slot 434 is
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represented by a pair of slot type 442 and slot value 444.
In the illustrated example of FIG. 6, the pair of slot type
442 and slot value 444 is {tempo_type:upbeat}. The slot
type 442 can be used to identify the facet type 504 of the
first media content item 124 that is needed for the media
content steering process. In this example, as the slot type
442 is "tempo_type," the corresponding facet type 504
of "tempo" can be selected. Then, the facet value 506
for "tempo" in the first media content item 124 is found
to be 130 bpm. Based on the identified facet type and
value, the subject facet 520 can be determined as {tem-
po: 130 bpm} in this example.
[0175] Referring back to FIG. 3, the method 300 can
continue at operation 312. The operation 312 is de-
scribed with further reference to FIGS. 6-8.
[0176] At the operation 312, the system 100 operates
to determine a second media content item 126 having a
facet 502B that is relatively different from the correspond-
ing facet 502A (i.e., the subject facet 520) of the first
media content item 124. Such difference between the
facet 502A (i.e., the subject facet 520) of the first media
content item 124 and the corresponding facet 502B of
the second media content item 126 can be determined
based on the media content steering intent in the utter-
ance of the user query 120. As described herein, the
second media content item 126 is selected to be person-
alized to the particular user (e.g., the user U who provided
the user query 120).
[0177] In some embodiments, the operation 312 in-
cludes a first operation 320 (FIG. 6). In addition, the op-
eration 312 can further include a second operation 322
(FIG. 8). The first operation 320 is described with refer-
ence to FIGS. 6 and 7, and the second operation 322 is
described with reference to FIG. 8. Although it is primarily
described that the first operation 320 is performed prior
to the second operation 322, it is understood that the
second operation 322 can be performed before the first
operation 320, or that the first operation 320 and the sec-
ond operation 322 can be combined and performed as
a single step.
[0178] The operation 312 (including the operations 320
and 322) can be performed by the media delivery system
104. In some embodiments, the operation 312 can be
performed at least by the media content search applica-
tion 250 of the media content search server 202 in the
media delivery system 104, as shown in FIG. 2. For ex-
ample, the media content steering engine 110 of the me-
dia content search application 250 can be configured to
at least partially perform the operation 312. In the illus-
trated example of FIG. 6, a candidate media content de-
termination engine 550 operates to at least part of the
operation 312, such as the first operation 320. In the il-
lustrated example of FIG. 8, a steered media content
determination engine 590 operates to at least part of the
operation 312, such as the second operation 322.
[0179] Referring to FIG. 6, at the first operation 320,
the system 100 operates to determine one or more can-
didate media content items 552 (including 552A, 552B,

552C, etc.), from which the second media content item
126 can be selected. In some embodiments, the candi-
date media content determination engine 550 operates
to receive data of the subject facet 520 and the informa-
tion (e.g., the structured interpretation data 406) about
the utterance of the user query 120. The candidate media
content determination engine 550 further operates to re-
trieve a media content database 554 (e.g., the media
data store 226 in FIG. 2), which stores a plurality of media
content items 556 (e.g., the media content items 234 in
FIG. 2), and select the candidate media content items
552 from the media content database 554 based on the
subject facet 520 and the utterance of the user query 120.
[0180] In some embodiments, each of the candidate
media content items 552 is selected to have a facet 502B
that corresponds to the subject facet 520 and has a dif-
ferent value from the subject facet 520 according to the
information (e.g., the structured interpretation data 406)
about the utterance of the user query 120. An example
method of selecting the candidate media content items
552 is illustrated in FIG. 7.
[0181] Referring to FIG. 7, one or more candidate me-
dia content items 552 are determined by comparing the
facets 502A of the first media content item 124 with the
facets 502B of the media content items 556 (including
556A, 556B, etc.) from the media content database 554.
In some embodiments, the candidate media content
items 552 are media content items 124 each having a
facet 502B that matches a facet type 504 of the subject
facet 520 and has a facet value 506 different from the
subject facet 520. The difference in the facet values can
be determined based on different facet value represent-
ing the information about the utterance of the user query
120, such as the structured interpretation data 406.
[0182] In the illustrated example of FIG. 7, the facets
502A of the first media content item 124 are compared
with the facets 502B of each of the media content items
556. For example, among other facet types, the facet
type 504 to be referred to for comparison is determined
according to the subject facet 520. Because the subject
facet 520 is associated with tempo, the facet type 504 to
be referred to for comparison is selected to be tempo.
For the determined facet type 504 (e.g., "tempo" in this
example), the facet value 506 of the first media content
item 124 is compared with the facet value of each of the
media content items 556 so that media content items 556
having facet values 506 that satisfy the information (e.g.,
the structured interpretation data 406) about the utter-
ance of the user query 120 are selected for the candidate
media content items 552. In this example, because the
structured interpretation data 406 (e.g., the slot value
444) indicates {more upbeat} or its variants, the media
content items 556 that have facet values 506 of tempo
higher than the facet value 506 of 130 bpm of the first
media content item 124 are selected as the candidate
media content items 552. By way of example, in FIG. 7,
the media content item 556A has the tempo value greater
than the tempo value of the first media content item 124
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and thus can be a candidate media content item 522.
However, because the media content item 556B has the
tempo value less than the tempo value of the first media
content item 124, the media content item 556B is not
selected as a candidate media content item 552.
[0183] In some embodiments, other than the facet type
determined based on the subject facet 520, at least one
of the facet types of the candidate media content item
552 can match at least one of the facet types of the first
media content item 124. In other embodiments, the facet
type determined based on the subject facet 520 can be
the only facet type that the first media content item 124
and the candidate media content item 552 have in com-
mon.
[0184] In some embodiments, where there are one or
more common facet types between the candidate media
content item 522 and the first media content item 124,
the candidate media content item 552 can be selected
from the pool of media content items 124 such that, for
at least one of such common facet types other than the
facet type determined based on the subject facet 520,
the facet values are the same or similar between the can-
didate media content item 552 and the first media content
item 124. In other embodiments, regardless of the facet
values of the facet types other than the facet type deter-
mined based on the subject facet 520, the facet values
of the facet type determined based on the subject facet
520 are only compared between the first media content
item 124 and the media content items 556 to determine
the candidate media content item 552.
[0185] In other embodiments, the second media con-
tent item 126 is determined such that, for the facet type
of the subject facet 520, the facet value of the second
media content item 126 is relatively different from the
facet value of the first media content item 124. In some
embodiments, the amount of the relative difference is
determined based on a distance between one or more
attributes of the first media content item 124 and the
steering query 120. For example, the amount of relative
difference is obtained using a Euclidean distance be-
tween a vector representing the attributes of the first me-
dia content item 124 and a vector representing the steer-
ing query 120. Other algorithms can be used to calculate
the distance between the attributes of the first media con-
tent item 124 and the steering query 120.
[0186] Referring to FIG. 8, at the second operation 322
of the operation 310, the system 100 operates to deter-
mine the second media content item 126 from the can-
didate media content items 552. In some embodiments,
the steered media content determination engine 590 op-
erates to determine one from the candidate media con-
tent items 552 as the second media content item 126.
[0187] In some embodiments, the steered media con-
tent determination engine 590 operates to retrieve the
user information (also referred to herein as a user profile),
such as the user account 240 and/or the taste profile 242,
to select the second media content item 126 from the
candidate media content items 552.

[0188] In some embodiments, the user information is
used to determine the facet value 506 of the second me-
dia content item 126 for the facet type 504 matching the
subject facet 520. By way of example, if the user infor-
mation indicates that the user likes music with higher
tempo, the second media content item 126 can be se-
lected to have the highest tempo among the candidate
media content items 552. In other embodiments, various
types of the user information can be used to select one
of the candidate media content items 552 as the second
media content item 126. Examples of such types of the
user information include user preferences and historical
information about the user’s consumption of media con-
tent, and can include a wide range of information such
as artist plays, song plays, skips, dates of listen by the
user, songs per day, playlists, play counts, start/stop/skip
data for portions of a song or album, contents of collec-
tions, user rankings, preferences, or other mentions re-
ceived via a client device, or other media plays, such as
websites visited, book titles, movies watched, playing ac-
tivity during a movie or other presentations, ratings, or
terms corresponding to the media.
[0189] In some embodiments, the steered media con-
tent determination engine 590 operates to generate a
steered media content identifier 592 (FIG. 2) that identi-
fies the second media content item 126. The steered me-
dia content identifier 592 can be used by one or more
computing devices, such as the media playback device
102 and the media delivery system 104, to identify, re-
trieve, transmit, and/or receive the second media content
item 126 for playback.
[0190] In the operations 320 and 322, it is primarily
described that a plurality of candidate media content
items 552 are determined and the second media content
item 126 is selected from the candidate media content
items 552. However, it is also possible in other embodi-
ments that a single media content item can be determined
in the operation 320, which then automatically becomes
the second media content item 216 without the operation
322.
[0191] Referring back to FIG. 3, when the operation
312 is performed, the method 300 can move on to oper-
ation 314. At the operation 314, the media delivery sys-
tem 104 operates to provide the second media content
item 126 to the media playback device 102 for playback.
In some embodiments, the media delivery system 104
operates to transmit the steered media content identifier
592 to the media playback device 102. In some embod-
iments, the media playback device 102 can use the
steered media content identifier 592 to identify the sec-
ond media content item 126. In other embodiments, the
media playback device 102 operates to transmit the
steered media content identifier 592 to the media delivery
system 104 to enable the media delivery system 104 to
retrieve the second media content item 126 associated
with the identifier 592. When the second media content
item 126 is determined in the media delivery system 104,
the media delivery system 104 operates to stream the
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second media content item 126 to the media playback
device 102 via the network 106, and the media playback
device 102 can store and/or play the second media con-
tent item 126.
[0192] Below follows an itemized list of some embod-
iments of the present invention.

1. A method (300) for playing media content, the
method (300) comprising:

receiving an utterance of a user query (120);
identifying at least one first media content item
that is currently being played, the at least one
first media content item having a first facet (502),
the first facet (502) having a first facet type (504)
and a first facet value (506);
determining an intent (432) and a slot (434) from
the utterance; and
retrieving at least one second media content
item from a catalog of media content items (124),
the at least one second media content item hav-
ing a second facet (502), the second facet (502)
having a second facet type (504) and a second
facet value (506), the second facet type (504)
being the same as the first facet type (504), and
the second facet value (506) being different from
the first facet value (506), the difference repre-
sentative of at least one of the intent (432) and
the slot (434) of the utterance.

2. The method (300) of item 1, further comprising:
determining the first facet type (504) and the second
facet type (504) based on at least one of the intent
(432) and the slot (434) of the utterance.

3. The method (300) of item 1, further comprising:

determining a slot type (442) and a slot value
(444) from the slot (434); and
determining the first facet type (504) and the
second facet type (504) based on the slot type
(442).

4. The method (300) of any of the preceding items,
wherein the at least one first media content item has
a plurality of facets (502) including the first facet
(502), each facet (502) having a facet type (504) and
a facet value (506),
wherein the at least one second media content item
has a plurality of facets (502) including the second
facet (502), each facet (502) having a facet type
(504) and a facet value (506),
wherein at least some of the facet types (504) in the
at least one second media content item are the same
as at least some of the facet types (504) in the at
least one first media content item, and the facet val-
ues (506), other than the first facet value (506), of
the at least some of the facet types (504) in the at

least one second media content item are the same
as the facet values (506), other than the second facet
value (506), of the at least some of the facet types
(504) in the at least one first media content item.

5. The method (300) of any of the preceding items,
further comprising:
identifying a media content steering intent (450) from
the utterance, the media content steering intent (450)
including a command to retrieve at least one media
content item having a facet (502) that has a different
facet value (506) from a corresponding facet (502)
of at least one currently-playing media content item.

6. The method (300) of any of the preceding items,
further comprising:

retrieving user information associated with a us-
er who provide the utterance;
wherein the second facet value (506) of the at
least one second media content item is deter-
mined based on the user profile.

7. The method (300) of any of the preceding items,
further comprising:

prior to receiving the utterance, transmitting a
media content signal to a voice-enabled device
for playing the at least one first media content
item;
receiving the utterance from the voice-enabled
device; and
converting the utterance to a text version, the
intent (432) and the slot (434) of the utterance
being determined from the text version.

8. The method (300) of any of the preceding items,
wherein the first facet type (504) and the second fac-
et type (504) include at least one of mood, genre,
activity, tempo, acoustic attributes, artists, popular-
ity, geographic information, release date, hits, and
deep cuts.

9. The method (300) of any of the preceding items,
wherein the first media content item is a first media
content playlist (239) including a plurality of first
tracks, and the second media content item is a sec-
ond media content playlist (239) including a plurality
of second tracks.

10. The method (300) of any of items 1-9, wherein
the first media content item is included in a first media
content playlist (239), and the second media content
item is included in a second media content playlist
(239).

11. A computer-readable medium having stored
thereon instructions that, when executed by one or
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more processors cause execution of operations in-
cluding:

receiving an utterance;
identifying at least one first media content item
that is currently being played, the at least one
first media content item having a first facet (502),
the first facet (502) having a first facet type (504)
and a first facet value (506);
determining an intent (432) and a slot (434) from
the utterance; and
retrieving at least one second media content
item from a catalog of media content items (124),
the at least one second media content item hav-
ing a second facet (502), the second facet (502)
having a second facet type (504) and a second
facet value (506), the second facet type (504)
being the same as the first facet type (504), and
the second facet value (506) being different from
the first facet value (506), the difference repre-
sentative of at least one of the intent (432) and
the slot (434) of the utterance.

12. The computer-readable medium of item 11,
wherein the instructions further cause execution of
operations including:

determining a slot type (442) and a slot value
(444) from the slot (434); and
determining the first facet type (504) and the
second facet type (504) based on the slot type
(442).

13. The computer-readable medium of item 11 or
12, wherein the at least one first media content item
has a plurality of facets (502) including the first facet
(502), each facet (502) having a facet type (504) and
a facet value (506),
wherein the at least one second media content item
has a plurality of facets (502) including the second
facet (502), each facet (502) having a facet type
(504) and a facet value (506),
wherein at least some of the facet types (504) in the
at least one second media content item are the same
as at least some of the facet types (504) in the at
least one first media content item, and the facet val-
ues (506), other than the first facet value (506), of
the at least some of the facet types (504) in the at
least one second media content item are the same
as the facet values (506), other than the second facet
value (506), of the at least some of the facet types
(504) in the at least one first media content item.

14. The computer-readable medium of any of items
11-13, wherein the instructions further cause execu-
tion of operations including:
identifying a media content steering intent (450) from
the utterance, the media content steering intent (450)

including a command to retrieve at least one media
content item having a facet (502) that has a different
facet value (506) from a corresponding facet (502)
of at least one currently-playing media content item.

15. The computer-readable medium of any of items
11-14, wherein the instructions further cause execu-
tion of operations including:

retrieving user information associated with a us-
er who provide the utterance;
wherein the second facet value (506) of the at
least one second media content item is deter-
mined based on the user profile.

16. The computer-readable medium of any of items
11-15, wherein the instructions further cause execu-
tion of operations including:

prior to receiving the utterance, transmitting a
media content signal to a voice-enabled device
for playing the at least one first media content
item;
receiving the utterance from the voice-enabled
device; and
converting the utterance to a text version, the
intent (432) and the slot (434) of the utterance
being determined from the text version.

17. A media playback system (100) comprising:

a media playback device (102) operable to play
media content; and
a media delivery system (104) configured to:

receive an utterance from the media play-
back device (102);
identify at least one first media content item
that is currently being played, the at least
one first media content item having a first
facet (502), the first facet (502) having a first
facet type (504) and a first facet value (506);
determine an intent (432) and a slot (434)
from the utterance;
retrieve at least one second media content
item from a catalog of media content items
(124), the at least one second media con-
tent item having a second facet (502), the
second facet (502) having a second facet
type (504) and a second facet value (506),
the second facet type (504) being the same
as the first facet type (504), and the second
facet value (506) being different from the
first facet value (506), the difference repre-
sentative of at least one of the intent (432)
and the slot (434) of the utterance; and
transmit the second media content item to
the media playback device (102).
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18. The media playback system (100) of item 17,
wherein the media delivery system (104) is config-
ured to:

prior to receiving the utterance, transmit a media
content signal to the media playback device
(102) for playing the first media content item;
receive the utterance from the media playback
device (102); and
convert the utterance to a text version, the intent
(432) and the slot (434) of the utterance being
determined from the text version.

19. The media playback system (100) of item 17 or
18, wherein the media delivery system (104) is con-
figured to:

determine a slot type (442) and a slot value (444)
from the slot (434); and
determine the first facet type (504) and the sec-
ond facet type (504) based on the slot type (442).

20. The media playback system (100) of any of items
17-19, wherein the at least one first media content
item has a plurality of facets (502) including the first
facet (502), each facet (502) having a facet type
(504) and a facet value (506),
wherein the at least one second media content item
has a plurality of facets (502) including the second
facet (502), each facet (502) having a facet type
(504) and a facet value (506),
wherein at least some of the facet types (504) in the
at least one second media content item are the same
as at least some of the facet types (504) in the at
least one first media content item, and the facet val-
ues (506), other than the first facet value (506), of
the at least some of the facet types (504) in the at
least one second media content item are the same
as the facet values (506), other than the second facet
value (506), of the at least some of the facet types
(504) in the at least one first media content item.

[0193] The various examples and teachings described
above are provided by way of illustration only and should
not be construed to limit the scope of the present disclo-
sure. Those skilled in the art will readily recognize various
modifications and changes that may be made without
following the examples and applications illustrated and
described herein, and without departing from the true
spirit and scope of the present disclosure.

Claims

1. A media playback system (100) comprising:

a media playback device (102) operable to play
media content; and

a media delivery system (104) configured to:

receive an utterance from the media play-
back device (102);
identify at least one first media content item
(124) that is currently being played by the
media playback device;
parse the utterance into parts including one
or more slots (434);
identify a first facet (502) of the at least one
first media content item (124) that matches
the one or more slots, the first facet (502)
having a first facet type (504) and a first facet
value (506);
retrieve at least one second media content
item (126) from a catalog of media content
items (124), the at least one second media
content item having a second facet (502),
the second facet having a second facet type
(504) and a second facet value (506), the
second facet type (504) being the same as
the first facet type (504), and the second
facet value (506) having a relative differ-
ence from the first facet value (506), the rel-
ative difference corresponding to the one or
more slots (434); and
transmit the second media content item to
the media playback device (102).

2. The media playback system (100) of claim 1, wherein
the media delivery system (104) is configured to:

prior to receiving the utterance, transmit a media
content signal to the media playback device
(102) for playing the first media content item;
receive the utterance from the media playback
device (102); and
convert the utterance to a text version, the pars-
ing of the utterance being determined from the
text version.

3. The media playback system (100) of any preceding
claim,
wherein the parsing of the utterance further includes
parsing the utterance into parts including an intent
(432) and the one or more slots (434), and
wherein the identifying of the first facet (502) com-
prises identifying the first facet (502) that also match-
es the intent (432).

4. The media playback system (100) of any preceding
claim, wherein each of the one or more slots (434)
has a slot type (442) and a slot value (444).

5. The media playback system (100) of claim 4, wherein
the first facet (502) matches at least one slot (434)
of the one or more slots by the facet type (504) of
the first facet being the same as the slot type (442)
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of said at least one slot.

6. The media playback system (100) of claim 4 or 5,
wherein the relative difference between the first and
second facet values (506) corresponds to the one or
more slots (434) by corresponding to the slot value
(444) of at least one of said one or more slots.

7. The media playback system (100) of any preceding
claim, wherein the at least one first media content
item (124) has a plurality of facets (502) including
the first facet (502), each facet (502) having a facet
type (504) and a facet value (506),
wherein the at least one second media content item
(126) has a plurality of facets (502) including the sec-
ond facet (502), each facet (502) having a facet type
(504) and a facet value (506), and
wherein at least some of the facet types (504) in the
at least one second media content item are the same
as at least some of the facet types (504) in the at
least one first media content item, and the facet val-
ues (506), other than the first facet value (506), of
the at least some of the facet types (504) in the at
least one second media content item are the same
as the facet values (506), other than the second facet
value (506), of the at least some of the facet types
(504) in the at least one first media content item.

8. A method performed by a media content steering
engine (110) of a media delivery system (104) con-
nected to a media playback device (102) via a data
communication network (106), the method compris-
ing:

from the media playback device, receiving (304)
a steering command from a user (U) of said me-
dia playback device;
based on the received (304) steering command,
identifying (310) a media content facet type
(504) of a first media item (124) which is currently
playing on the media playback device;
determining a first facet value (506) of the iden-
tified facet type;
based on the received (304) steering command
and in relation to the determined first facet value,
selecting a second media content item (126)
having a second facet value (506) of said iden-
tified facet type, different from the first facet val-
ue; and
providing (314) the second media content item
to the media playback device in response to the
received (304) steering command.

9. The method of claim 8, wherein the steering com-
mand is obtained from an utterance received (304)
from the media playback device (102) in voice or text
format.

10. The method of claim 9, wherein the utterance is
parsed before the steering command is obtained
there from.

11. A media delivery system (104) comprising:

means (218) for, from a media playback device
(102), receiving (304) a steering command from
a user (U) of said media playback device;
means for, based on the received (304) steering
command, identifying (310) a media content fac-
et type (504) for a first media content item (124)
which is currently playing on the media playback
device;
means for determining a first facet value (506)
of the identified facet type;
means for, based on the received (304) steering
command and in relation to the determined first
facet value, selecting a second media content
item (126) having a second facet value (506) of
said identified facet type, different from the first
facet value; and
means (218) for providing (314) the second me-
dia content item to the media playback device
in response to the received (304) steering com-
mand.

12. A computer program product (216) comprising com-
puter-executable components for causing a media
delivery system (104) to perform the method of any
one of claims 8-10 when the computer-executable
components are run on processing circuitry (214)
comprised in the media delivery system.

13. A method performed by a media playback device
(102) connected to a media delivery system (104)
via a data communication network (106), the method
comprising:

from a user (U) of the media playback device,
receiving (304) a steering command;
based on the received (304) steering command,
identifying (310) a media content facet type
(504) for a first media content item (124) which
is currently playing on the media playback de-
vice;
determining a first facet value (506) of the iden-
tified facet type;
transmitting the received steering command to
the media delivery system;
in response to the transmitted steering com-
mand, obtaining a second media content item
(126) having a second facet value (506) of said
identified facet type, different from the first facet
value; and
playing said second media content item (126).

14. A media playback device (102) comprising:
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means (130) for receiving (304) a steering com-
mand from a user (U) of the media playback de-
vice;
means for, based on the received (304) steering
command, identifying (310) a media content fac-
et type (504) for a first media content item (124)
which is currently playing on the media playback
device;
means for determining a first facet value (506)
of the identified facet type;
means (134) for transmitting the received steer-
ing command to a media delivery system (104);
means (134) for, in response to the transmitted
steering command, obtaining a second media
content item (126) having a second facet value
(506) of said identified facet type, different from
the first facet value; and
means (140) for playing said second media con-
tent item (126).

15. A computer program product (150) comprising com-
puter-executable components for causing a media
playback device (102) to perform the method of claim
14 when the computer-executable components are
run on processing circuitry (148) comprised in the
media playback device.
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